	Specification – MSR705

	Electrical

	  Consumption
	 Current/operating Typical 350mA Max

 600mA plus for each writing track

	  Power supply
	 External switching Power 24V/2.5A regulated

	  Communication
	 Standard RS232 or RS232 with USB-to-RS232 adapter cable

 Default, 9600 Baud, None Parity, 8 bits

	Performance

	  Read Circuit
	  Track1
	  Track2
	  Track3

	  
	  210 bpi
	  75/210 bpi
	  210 bpi

	  Bit per Char
	  5-7 bit per char.

	  Coercive force
	  Read/write 300-4000 oe Mag.card Japanese Head

	  Read speed
	  STD card
	  Jitter +/-15%
	  Amp. 60%

	 
	  5-55 ips
	  5-50 ips
	  5-50 ips

	  Write speed
	  5-30 ips

	  Write jitter
	  Interval < +/- 10%, Sub-interval < +/- 12%

	  Card thickness
	  0.76-1.2 mm

	  Error rate
	  Read < 0.5%

	    
	  Write < 0.8%

	  Head life
	  Min. 1 Million swipes for both read/write head Japanese Head

	Mechanical

	  Body material
	  ABS 94V-0 / Metal housing optional

	  Weight
	  Approx. 1.5kg

	  Dimension
	  215 L x 58 W x 62 H mm

	  Swipe
	  Manual, single direction

	Environments

	  Operation
	  -10 to 60oC, 10 to 85% humidity, non condensing

	  Storage
	  -30 to 70oC, 10 to 90% humidity, non condensing

	Safety Approval

	 Rating
	  FCC, CE, ROHS

	System Requirement

	Operating System
	Windows 7, Windows Vista, Windows XP


